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TOP OF PLATE
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30' HEIGHT LIMIT

30' HEIGHT LIMIT

0 1 2 3 4 5 10

PAINTED 1 X 6 TRELLIS 
(TYP.)

CEMENT PLASTER 
(TYP.)

WOOD WINDOWS WITH 
DOUBLE GLAZING AND 
WOOD TRIM (TYP.)

ELEVATION NOTES:
ALL NEW ELECTRICAL HEATING, VENTILATION, PLUMBING AND AIR CONDITIONING 
EQUIPMENT AND OTHER SERVICE FACILITIES SHALL BE LOCATED ABOVE THE +14.40 BFE. 

ALL NEW CONSTRUCTION BELOW THE BFE (+14.40') SHALL BE CONSTRUCTED OF MATERIALS 
THAT RESISIT FLOOD DAMAGE.

VENTING REQUIREMENT IS 1 SQ. IN. PER 1 SQ. FT. OF COVERED AREA.

COVERED AREA = 1,008 SQ. FT. 

ENCLOSED AREA IS VENTED WITH LARGE OPENINGS = 22,464 SQ. IN. TOTAL PROVIDED. 

22,464 SQ. IN. PROVIDED > 1,008 SQ. IN. REQUIRED.

PAINTED WOOD 
GUARDRAILS.  MAX. 4" 
CLEAR BETWEEN 
PICKETS (TYP.)

WOOD ROLL-UP 
CARRIAGE DOORS,

PAINTED (TYP.)

PAINTED 1 X 6 
TRELLIS (TYP.)

PAINTED RDWD. PLYWD. 
WITH 1 X 2 HORIZ. 
BATTENS AT 16 OC (TYP.)

PAINTED RDWD. 
PLYWD. WITH 1 X 2 
HORIZ. BATTENS AT 
16 OC (TYP.)

RAISED BRUSH 
CHROME ADDRESS 
LETTERS WITH LIGHT 
ABOVE WITH 
PHOTOCELL SWITCH

WALL MOUNTED LIGHT 
FIXTURE (TYP.)

ATTIC VENTILATION NOTES:
-UBC SECT. 1505 REQUIRES VENTILATING OPENINGS 

WITH NET FREE AREA OF 1/150 OF ATTIC AREA:

ATTIC AREA = 1,064 SF / 150 = 7.1 SF REQUIRED.

190 LF OF EAVE VENT AT .08 SF PER LF = 15.2 SF.

17 ROOF VENTS AT .42 SF EACH = 7.1 SF.  15.2 SF 
(EAVE VENTS) + 7.1 SF (ROOF VENTS) = 22.3 SF 
PROVIDED.

COMPOSITION SHINGLE 
ROOFING WITH 15# BUILDING 
PAPER UNDERLAYMENT: 
CLASS "A "TO COMPLY WITH 
SEC. 1504 UBC & 19.04.080 
MARIN CO. CODE (TYP.)

PAINTED GALV. MET. 
DOWNSPPOUT TO 
SPLASH BLOCK (TYP.)

CONTINOUS PAINTED 
PLASTIC EAVE VENT 
(TYP.)

PAINTED PLASTIC 
ROOF VENT (TYP.)

PAINTED GALV. MET. 
GUTTER (TYP.)
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